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Water  
Level  
Meters

dipper-T A • • • • • • • • • 50ft/15m to 
1000ft/300m

water tape C • • • • • • • 100ft/30m to 
1000ft/300m

Little Dipper A • • • • • • • • • 75ft / 22m

Skinny Dipper C ‡ • • • • • 100ft/30m to 
500ft/150m

mega reel
A • • • • • • •

• 1500ft/400m 
and up

C • • • • •

CONDUCTIVITY/ 
Temperature  
WATER Level 
Meters

conductivity plus A • • • • • • 
50°C • • 100ft/30m to 

1000ft/300m

dipper-Temp B • • • • • •
110°C • • 100ft/30m to 

500ft/150m

* Warranties cover manufactured defect. 		                    ** Longer tape lengths and Power Reel are available. 		                    ‡ Pressure rated to 300ft/100m for up to 20 minutes.

Selection Guide:

WATER LEVEL METERS

Rewinding Handle and 
Vinyl Holding Grip

Tape Guide and Hanger
Fully pressure/depth rated,  
IP68 field replaceable probes

Padded Carry Case

B = High tensile steel tape, jacketed with heat  
and hydrocarbon resistant Kynar, high break  
strength, stretch resistant and lifelong legibility

Made in Canada 

A = High tensile steel tape, jacketed with 
polyethylene, high break strength, stretch  
resistant and lifelong legibility

C = White polyethylene tape, reinforced with  
stretch resistant Kevlar

HERON INSTRUMENTS INC.
447 Moxley Rd. | Dundas, ON Canada L9H 5E2 | 1-800-331-2032 | info@heroninstruments.com

Please visit our website www.heroninstruments.com for more information on the complete Heron line.


